[image: image1.png]



Bhagwati Prasad Agarwalla Projects Pvt. Ltd.
MFG.OF   “AGARWALLA”   BRAND STONE CRUSHERS & GRANULATORS

40, STRAND ROAD, 1ST FLOOR, ROOM NO. 14 & 15. KOLKATA - 700 001. ( INDIA )

PHONE NO. 2243 - 2678. FAX: (91) -33- 2243 - 1276. MOB: 91-98311 06550   E-Mail : bpa@cal.vsnl.net.in  Web Site : www.agarwalla.com

REF
:  






               

DATE
:  

TO,

KIND ATTN
:  

REF

:  

SUB

: OFFER FOR 120 TPH CRUSHIING PLANT WITH JAW – JAW - VSI.  

Dear Sir,

We are thankful to you for your enquiry and providing below our lowest offer along with technical details your kind consideration: - 

Plant capacity 



:
120 TPH

Feed size




:
300 mm. 

Out put size 



:
40 mm and down 

Type of foundation 


:
Civil 

No. of Stages in Crushing 

: 
Three 

Combination



:
Jaw and Jaw Vertical Shaft Impactor.

Percentage of output products
:

with a possibility of variation of

- 40 + 20 mm  = 25 %

5 to 10%as per requirement

 
- 20 + 10 mm  = 40 %

- 10 +   5 mm =  15 %

-   5 +   0 mm =  20 %

Primary Crusher 



: 
48”x16” Heavy duty single Toggle Jaw 
Crusher – 1 No.
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Secondary Crusher 


: 
48” x 6”   Heavy  Duty  Single  Toggle  Jaw 
Crusher – 2 Nos. 

Secondary Crusher 


:
Vertical Shaft Impactor - 1000. 
Screening Arrangement 

: 
The   Crushing  plant  will  be provided with 

one Vibrating Screen of 15’ x 5’ size in 4 deck. The decks of the Vibrating Screen has been arranged as follows : -

1st deck  – 40 mm.








2nd deck – 20 mm.








3rd deck  – 10 mm. 








4th deck  –   5 mm.

Vibrating Grizzle 


:
One Vibrating Grizzle of 10’ x 5’  single deck 

will be provided before  secondary  crushing 

system. 

Feeding Hopper



:
We  will  provide   One    M.  S.   Hopper   of 

15 M3 capacity with a  suitable  feeder. 

Conveyors




:
In  our  design   we  have planned to supply 

complete      conveyor   System  in   channel 

and angle type construction. The Support of the   conveyors   will   be   legs. All conveyor considered are 1000   mm   belt   width   65 meter   long   in  -  4  section   and  500 mm wide  105 meter long in   6  sec.    and   the   belts  are endless type with 315 / 3  quality, 3 mm top, 1.5   mm   bottom,    &   M – 24      grade  of covering.
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Electric Motors



:
We    will   supply the    following     Electric 

motors   required   for   The Plant operation. 

All  the  motors  are  TEFC Cage  type  1440 

rpm.

Jaw Crusher 
48”x16” 


        100 HP. 
1 No.

Jaw Crusher 
48”x6” 


          75 HP. 
2 Nos.

Vertical Shaft Impactor-1000


       200 HP.
1 No.

Vibrating Screen 
15’x 5’
- 4 deck

30 HP.
1 No.

Conveyors total (10 HPX7 NOS+20HP X 4NOS.) 
150 HP.
1 Set.

Feeder 





          20 HP.        1 No.

Grizzly






20 H.P.
1 No.









----------






TOTAL=
670 HP.




 

Connecting Cable 


: 
We   will     supply     one      set  connecting  

cables From equipment to control panel along with the plant . A suitable control panel will also be provided along with the plant. Cables from control panel to power source are not in our scope of supply. 

Connected Load 



: 
Considering  provision  for   any   additional 

Load of 30 HP the total power requirement of the plant will be 700 HP. 

Supervision of erection 

& Commissioning 


:        We   will     do       the        supervision      of    

erection and commissioning   of   the plant. The lifting equipment, boarding and lodging expenses  of our supervisor will be in your account only. Doing all Civil foundation will be in your scope of supply and responsibility. Construction of ramp road, retaining wall, is under your scope of supply. Skilled and unskilled labour required is in your scope. 
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EQUIPMENT DETAILS FOR 125  TPH CRUSHING PLANT:

Agarwalla  brand  deluxe  model  120 TPH Civil 
 

Foundation  type  Crusher Plant complete with

48” x 16” Jaw Crusher -1 No,  48” x 6” – 2 Nos. 

V. S. I – 1000    Feeding       Hopper    -  1   No,

Vibrating    screen   15’  x  5’    4  -  deck  1 No,    

Conveyors   system   of  500 mm  wide  105 mtr 

long in 6 sec and 1000 mm  wide 65 mtr long in 

4 sec. with one 10’x5’ – 2 deck vibrating grizzly

 & one  dividing   chute, 1 - Set  Electric  motor, 

Starter   main  switch, Connecting   cable   and  

suitable control panel one set with our   charge    

for   design   and engineering  and  supervision  

of  erection and commissioning. 
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BILL OF MATERILS FOR 120 TPH CIVIL FOUNDATION TYPE PLANT



Sl. No.

Description





Qty.

1. 

Feeding Hopper 15 mtr. Cube with 

  



suitable Feeder. 
 
                                   

1 Set

 
    

2. 

Primary Crusher 48”x16”  



 
1 No.

       



 
3. 

Secondary Crusher 48”x6” 




2 Nos.
       



 
4. 

Vertical Shaft Impactor - 1000.
 
      

1 No.


5. 

Dividing Chute






1 No.

6. 

Conveyor 500 mm wide 105 mtr long in 6 sec

    

Complete with leg support drive and belt .          
1 Set. 


 
7. 

Conveyor 1000 mm wide 65 mtr long in 4 sec

    

Complete with leg support drive and belt .        
1 Set.      


 
8. 

Vibrating Screen  15’ x 5’  4 deck complete
       
1 Set.

 
9. 

Vibrating Grizzly 10’ x 5’  2 deck complete
       
1 Set.

 

 

10.

Chute, Pulley, Belt and other consumables and     


    

and Tackles required at the time of Erection and 

    

Commissioning and Trail run.



1 Set.
11. 

Electric Motor, Control Panel and connecting      


 
    

Cable. 







1 Set.

12. 

Our charges for supervision of erection & 

    

commissioning @ 3% of the equipment value.

  
 

 13.

Our charges for design and engineering of the 

     



Plant @ 5%

   





  

With Regards,

For Bhagwati Prasad Agarwalla PROJECTS PVT. LTD.

Prakash Agarwal.
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